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INTRODUCTION

This manual contains important information regarding the safe opergtion and
maintenance of your Coleman camping trailer. We urge you to read it carefully, under-
stand ail aspects of your trailer, and follow the recommendations to obtain the most

trouble-free and enjoyable use of your recreational vehicle.
In this manual, statements preceded by the following. words are of special significance:

“WARNING™ means that there is a high possibility of serious personal injury to
yourself and others if the warning is not complied with.

“CAUTION" means that there is the possibility of personal injury to yourself or others,

“IMPORTANT"™ means that there is a possibility of damags to the trailer if instruc-
tions are not followed. ‘

"NOTE" indicates points of particular interest for more officient and convenient
operation.

We recommend that you take particular notice of these itoms when'reuding this manual.

NOTE:
The words “shall” or “must” indicate a requirement which is esentia] to satisfactory and
sate product performance.

The words “should” or “may” indicate a recommendation or advice which is not essen-
tial and not required but which may be useful or helpiul.

Please remember that when servics is required. your Coleman Camping Trailer Decler
knows your vehicle best. Consuit him for any assistance you may require.

NOTE:;

Federal law requires you to register the serial numbers of your trailer tires. For your
protection. we qdvise our customers to register the trailer tires and the spare tire with
the manufacturer. Your dealer will supply you with the necessary forms. Tire ragistra-
tion is not @ guarantee or warranty for either the tires ar the trailer.
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To Qur Valued Customer:

It is our pleasure to welcome you to the Coleman family. Your new
camping trailer was designed by a team of specialists who are dedicated

to making your camping experiences the most memorable time of your
life!

For 83 years the Coleman Company has built a solid reputation in pro-
viding quality products with features that offer safety, comfort, and
luxury.

A favorite quotation of W. C. Coleman, the founder of the Company,
was, "No product is really sold until it is delivering a satisfactory ser-
vice for the user.” Today, as well as in the future, no matter where
you travel you will find that Coleman will be there to serve you.

You will be glad you chose Coleman, the Number 1 camping trailer
in the world!

%//_//{

M. L. Adams John Burke
Vice President Director of Sales
and General Manager and Marketing

Camping Trailer Division Camping Trailer Division
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Welcome

to the wonderful new world of careiree, sasy living you'll be enjoying in your new Coleman® camping trailer. Like all Coleman?®
products, your Coieman® camping trailer is the best in its ciass - loaded with all the quality and craftsmanship that have made
Coleman? world famous for over 80 years.

& This manual shows you in sasy-to-read lanquage how to get the most out of your camper the easy way, plus tips on mainteaance
that will keep your camper rolling through the years - virtually tzouble-iree. A quick look at the Table of Contents will show you
what we mean.

So, before you take off, take a little time to read the sections on Pre-irip Preparations, Set-up Instructions, Take-Down Instruce-
dons, Loading, and Maintenance. It's sasy reading and it zeally does show you how to get the most cut of your camper - the easy
way. Have a good trip - after all, you're traveling first class in a Coleman® camping trailer!

TABLE OF CONTENTS

PRE-TRIP PREPARATIONS ... ittt tentnrenranenaaaeannanns 3
HINTS AND TIPS ..ottt tee et iateaaanaaeasaaannnanannnn 3
I. Loading Camping Trailer Accessories ......................u. 3
. Necessities ......c.unireeeneieenoaneeenearsacncenonnonneaasns 4
I, TOWIMG . oot iiiititeeteeeesasaasnonnanssansssaanonensnonns 5
IV. Tips on Picking a Campsite ............... ... ... 5
SET-UP INSTRUCTIONS
Getting Started . ... ... ... . i i it 6
Bad Set-up .. .oitii it ettt e 8
Tent Enclosure Set-up .. ..vvvieinni it intennnraanenenns 9
Screen Door Set-up .......iiiiii e e g
Galley Set-UD .. iitinient e e i 10
Dinette Set-UP .....cvtiteiiiiie et teeeeaaaeaeanraaananananan 11
Bed Support Set-up . ... ... i e 11
SlOVE Set-UD ...ttt ittt e e e e 12
Electrical and Water Hook-ups ....................... e 12
SYSTEMS AND SPECIAL FEATURES
Trailer L. P. Gas System ........couiiiimiiiiiiiiiiiieinenns 13
Trailer Electrical System .........cviviimirireremctianiiiananss 14
Water System ... ...ttt ittt e 16
Tracking System ...........iiiioetnenennrananreaenennnnnnnens 18
Lift System ........0iuiirnrnencaanetaenacnasneseoneanaaanns 21
Toent Enclosures .......cciiitiieriineeernnnenaeanacncnenennase 22
Miscellaneous Standard Features - Williamsburg™ Model .......... 23
Outside Stove Set-up - Sequoia® Model ................. ... .. 24
TAKE-DOWN INSTRUCTIONS ...ttt ii it iececeiannnn 25
MAINTEN ANCE ittt ettt ittt ananennnann, 28
153520004 6.3 (0¥ - (1 (@) 1= TN U 30

WARRANT Y i e 31




T Copyright 1983

THE COLEMAN COMPANY, INC.
CAMPING TRAILER DIVISION
SOMERSET, PA 15501

| Colemar,, | wfgi

WE HAVE A BRIGHT REPUTATION FOR QUALITY.

PRE-TRIP PREPARATIONS

Before you seek out those favorite recreational
campsites with your new Coleman® camping
trailer, we suggest you first make thesa pre-trip
preparations. '

Read the information in this booklet very care-
tully. Please note that the text for the set-up and
take-down instructions does not differentiate bet-
ween models. When the text does not apply to your
model, continue on to the next applicable step.

Set up and take down the trailer per the instruc-
Hons several times to familiarize yourself complete-
ly with the procedure.

After the trailer has been set up for practice, use
a garden hose to wet the canvas. In spite of being
pre-shrunk, quality canvas will shrink somewhat
after the first several wettings. Allowances for
shrinkage have been made so that the canvas will
actually fit better after it has been wetted and
dried. DO NOT touch the inside surface of the can-
vas while it is wet as this will temporarily break
down the water repelling effect and allow leakage
of water wherever the canvas has been touched.
If the canvas must be stored wet, set it out to dry
as soon as possible, Canvas should never be stored
wet for extended pericds of time since it may
mildew and lose its streangth.

Establish a tool kit for your trailer’s maintenance
needs and stow it in the trunk of your tow vehicle.
The following items should be inciuded:

1. Standard slot screwdriver

2. Standard phillips screwdriver

3. Hydraulic or scissor jack

4. 13/16” lug wrench

S. Stabilizer jack handle (furnished)

6. Crankshaft handle (furnished)

7. Tool case or pouch

8. Garden hose (Non-toxic)

9. Four blocks of wood

Final preparations should include the proper
loading (See LOADING) and physicai check of the
trailer before the trip.

The trailer should be loaded with two basic rules
in mind:

1. Keep your trailer as light as possible,
2. Distribute the weight as evenly as possible.

A physical check should also be made per this
checklist; be certain thar:

1. Tires are inflated !o the recommended
Pressure as indicated on the vehicle [D plate, tires,
or specifications (See MAINTENANCE) -

2, Whesl lugs are securely tightened. (Get into
the habit of reqularly checking the lug bolts on
the tire and tire pressure. See MAINTENANCE)
3. The tongue coupler is securely fastened to the
ball hitch.

4. The safety chains are attached (chains must
criss-cross).

5. The electrical pigtail is connected.

6. All lights on the trailer are functioning
properly.

7. The LP gas bottle valve is closed.

8. The cooler and other items are securely held
in place.

We hope you read and follow these instructions
and helpful hints very closely. If you do, you will
receive the maximum benefit from your
Coleman® camping trailer.

HINTS AND TIPS

What !0 Take Along

" on Those Camping Excursions
Gathering all the equipment needed for those cam-
ping outings can and should involve the entira
family. When packing your camping gear, use this
handy checklist to assist the first few times, and
remember one simple rule: KISMIF - “Keep it sim-
ple, make it fun!”

A few good tips to keep in mind are:

Reduce the weight and increase your M.P.G.

Water tanks do not need filling unless
primitive camping is planned.

Set your new camper up in your driveway to
clean it throughly PRIOR to loading it.

Make your first trip close to home if possible.
This will serve as a shake-down trip to see that
everything warks and what other items you will
need to taka.

Remember - The whole idea is to MAKE IT
SIMPLE, ECONOMICAL, AND ENJOYABLE!

L. Loading Camping Trailer Zccessories
The following list is designed to help Coleman?®
campers load their camping trailers efficiently
and be prepared for fun in the great out-doors.

Important Accessories

Storage Area

Spare Tire self-storing
Canopy self-storing
Qutside stove under tabie

Privacy curtains self-storing



Drinking water hose
(always connect ends)

Electrical extension cord
(257

Lawn Chairs under table

Axe with saifety cover and trunk of car
small shovel for campfire

Doer mat or outdoor carpet door entry

Small broom under table

Coleman® wardrobe rack under seat cushion
(for hanging clothes)

Portable toilet, chemicals designated location
and paper

I1. Necsassities
A. Miscellaneous items

Flashlight, spare bulb and batteries
First aid kit
Clothes line and pins
Scissors
Insect repellent
Two small waste cans

B. Personal Care Items
Toilet articles
Bath and beach towels
Shower shoes
Washcloths
Small sewing kit

C. Clothing Articles

Large laundry bag for dirty clothes; these
can be stored under the seat cushion.

Lightweight jackets should be kept in
camper year ‘round and can be stored under
the seat cushion.

Nvien duiffle bags or old pillow cases with
drawstrings are more convenient than suitcases.
Onae or two bags per person will carry jeans,
shirts, under clothing, etc. These are stored on
beds during the day and under the table, seat
cushions, or in auto trunk during travel.
Hanging clothes is convenient and thay are kept
clean in thin suit bags. These lay flat on beds
in travel and Coleman® has a wardrobe rack
available for all camper models.

D. Recreation Equipment

Balls

Bikes

Radio

Games

Inflatable rafts or any type of water sports
equipment

E. Bedding

One sleeping bag per person. These are laid out
on beds and remain there even in travel. Sleep-
ing bags simply zip up and stay clean and neat;
thus, they are much easier to use than sheets
and blankets which need to be made up.

under table

under seat cushion

Even in summer sleeping bags can be used by
folding the top haif back and using a single sheet
for a top cover.

Cre small pillow per person.

F. Cooking

One large non-stick surface frying pan

Plastic spatula

Good kitchen knife

Tongs

Potholder/glove

Hot/cold cups

Tea kettle

Can/bottle opener

Large coocking spoon

Small dishpan

Paper plates

Plastic forks/knives/spocns

Charceal and lighter

A few plastic plates as serving plates or straw
plate helders

One or two pots with lids (stainless steel is
best)

Small kettle grill is an option, however many
camping sites have barbeque grills .

NOTE:

Pots and pans or heavy items should he stored
im lower cabinets. Lightweight items such as
paper goods can he stored in upper galley and
may remain there during travel.

G. Food

Take small amounts of staples and food to keep
weight down. Buy food in supermarkets along the
way day to day as needed, planning your meals
one day in advance according to your taste and
your locale; for exampie, if you are near the coast,
get fresh seafood. Planning this way keeps weight
down and keeps fresh food available.

Plastic containers are excellent to store staples like
sugar, flour, salt, pepper, eotc.

Canned food items and heavy items are best stow-
ad in drawers or in small boxes in lower cabinets.
Bread, crackers, cereal, etc., are easily stored in
upper galley with paper goods and remain there
during travel.

Refrigeration is important to consider. Your por-
table Coleman?® cooler and ice is still the best, cld-
fashioned, proven way to keep your perishables
trom spoiling.

H. How to Pack Your Coleman® Cooler

1. A solid block of ice is many, many times more
effective than ice cubes in maintaining cold
temperatures and will last four to five times longer
than ice cubes.

2. Foods to be kept in the cooler should be
prechilled before placing them in the cooler. The
cooler should not be expected to act as a
refrigerator in that it will not chill foods, but it will



maintain cold temperatures in foods that are
prechilled.

3. The cooler should be packed as full as possi-
ble for the cold contents of the cooler help main-
tain the internal cool temperatures; and the less
space there is inside the cooler, the more effec-
tive the cooler will be. Cans and bottles do very
_ little to help maintain cold temperatures in a
* cooler, whereas packaged items will stay cold and
heip retain the cold and will utilize greater air
spaca than cans or bottles.

4. The cooler door should be opened as little as
possible to minimize the loss of cold air; and when
working inside the cooler for any length of time,
such as rearranging items, it is best to place the
cooler in the horizontal position for there is less
cold air loss than in the vertical.

IIl.Towing

Read these pointers on how to tow, then prac-
tice a bit before you go.

Even if you've towed before, you'll want to get
the feel of maneuvering any new outfit, so prac-
tice starts, stops, parking, braking, and turning.
WeLen driving around town, always check the
traffic clearance before pulling out from the
curh or shoulder into the main traffic flow.
For turns, pull past your turn or intersecticn sui-
ficiently before turning so as not to rua into the
curb or obstructions. The longer your camping
trailer, the wider you must swing for clearance.
Most new owners are surprised at how weil
Coleman® camping trailers track and how lit-
tle additional maneuvering space is required.
Don't let this cause you to forget it's behind you.

During parking or braking, remember that the
rear of the camping trailer moves opposite to
the rear of the towing vehicle. Start by simply
placing your hand on the bottom of the steer-
ing wheel, then moving your hand left (wheel
turning right) will move the trailer to the loft and
vice versa.

On the road, maintain your distance from other

oleman
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vehicles - the total length of your towing vehi-
cle and camping trailer combined for each ten
miles per hour of speed.

When approaching a downhill grade,
downshift, letting the engine compression act
as a brake. Should you need added braking,
apply your brakes as required.

Approaching an uphill grade, the answer is still
the same - downshiit. This keeps from lugging
down the engine whick may otherwise overheat
from laboring in a higher gear.

IV. Tips on Picking a Campsite
DO .

Find a level spot that gats some breeze or
wind. You'll improve ventilation in your trailer
and keep bugs away.

Try to find a site with trees that will provide
shade in the afternoon when the sun can get
unpleasantly hot.

WARNING:

Camp on high ground, not in river or creek
beds where flash floods can prove o be a
danger. :

_ Locate your trailer reasonably near toilets,
water facilities, and electrical hookups.

DON'T ...

Pick a site near a busy road or boat dock.
Late-arrivinq campers and early-rising
fishermen can cause you to lose sleep.

Pick a site near standing water or swampy
area. These are obvious breeding grounds for
mosquitoes.

Park near any tree that has large dead
branches that may blow down on your trailer.

Being “on wheels” is a great asset - you can
always move, if you wish, to a better spot. It's
a big, wide, wonderful world!

of
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SET-UP INSTRUCTIONS

GETTING STARTED

Prior to the imitial camping trip, familiarize
yourself completely with the operation, care, and
construction of your new Coleman?® camping
trailer. Upon your first camp, we suggest that you
set up your Coleman® camping trailer siowly and
per the set-up instructions to prevent unintentional
damage to the equipment.

1. Select a level campsite, preferably not on soft
or sandy terrain.

2. Pull or back the trailer to desired position for
campsite.

3. Disconnect electrical pigtail and safety chain,
and release the coupler release handle. See
Figure 1.
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(Safety chains must crisscross.)

Figure 1

4. Pull the lock pin (located on the tongue jack)
and let the tongue jack swing down into pesition.
Allow the lock pin to lock the tongue jack in place.
See Figure 2.

Figure 2

CAUTION:
Failure to fully engage the tongue jack pin could

resuit in the trailer tongue falling resulting in
injury to yourself or others.

S. Pull the handle of the tongue jack up and rotate
the handle in a clockwise mation to liit the trailer
tonque up and off the ball hitch.

6. To prevent interference during the set up of the
trailer, drive the vehicle away from the trailer or
move the trailer to the desired location for the
campsite.

7. Adjust the tongue jack so that the trailer is level
horizontally.

8. Release the four "top' latches.

Figure 3

9. From the right side of the trailer, insert the key
into the lock (located on the access door) and tum
90° clockwise. The pushbutton and handle will
pop out. Rotate the handle 30° clockwise to open
the access door. Pull out and down on the access
door to provide an entrance.

IMPORTANT:

A. Before lowering the access door, insure that
the area directly beneath the access daor is free
from obstacles to prevent damage to the exterior
finish of the access door.

B. Do not pesition stabilizers before top is rais-
ed as this can place an undue stress on the trailer
frame and lift system resulting in premature
wear.

10. Remove the crankshait handle from the recom-
mended stowage location in the access door step
and attach it to the crankshaft at the tongue 2nd
of the trailer.

11. On units so equipped, turn the posi-acion
control handle clockwise to the “ocen ' nesition



and rotate the cranksnait 2andle 'n a clockwise mc-
tion to raise the rop.

Figure 4

CAUTION:

Keep a constant inward pressure on the
crankshaft handle to prevent the crankshaft han-
dle from backing off the crankshaft. During the
lifting of the top DO NOT RELEASE THE
CRANKSHAFT HANDLE without engaging the
crankshaft stop located adjacent to the center
crankshaft or the posi-action™ control. Bodily
injury could result if the handle is released and
spins freely when raising or lowering the top.

e s Amas &

12. Raise the top until it is fully extended or :he
canvas becomes reasonably taut, whichever oc-
curs first. The posi-action™ control wiil
automatically keep the top locked in positicn. On
units without pesi-action ~ controi, it is necessary
to engage the crankshait sicp crior o reieasing
the crank handle.

CAUTION:
Be sure the posi-action™ control (on units so
equipped) and the crankshaft stop are engaged.

~l

Failure to engage these safety mechanisms could
result in the uncontrolled descent of the top
assembliy.

IMPORTANT:
DO NOT crank the top to an extreme tautmess,
otherwise the cables can be stretched or broken.

NOTE:

On models without pesi-action™, while holding
the crankshaft handle in the position of the last
tarn, engage the crankshaft stop. Bemove the
crankshaft handle and stow.

13. There are four stabilizer jacks on all trailers
with the exception of the Columbia™,
Redwood® , and Jamestown ™ Limited models.
One jack is located in each corner of the trailer.
The Columbia™, Redwood® and Jamestown ™
Limited trailers have two stabilizer jacks, one
located in each rear corner. To release the jacks
from the locked travel position, reach under the
comner and firmly grasp the stabilizer jack, push
it toward the center of the trailer (approximately
1/2"), and pull down until the stabilizer jack locks
into place in the lowered position. See Figure 6.

Figure 6

WARNING:

Do not lie under trailer when putting stabilizers
down or up. Should the trailer fall, serious bodily
injury could resuit.

NOTE:

When the trailer has been over rough terrain and
the stabilizer jacks have collected road tar, mund,
or brush, it may be necessary to dislodge the
foreign matter from the stabilizer jacks before
lowering into position.

14. Each stabilizer jack has an inner leg which
must be extended to the ground. Because of cer-
tain terrain conditions, it may be advisable to
locate ilat blocks of wood or flat rocks under the
base plates of the stabilizer jacks.



Figure 7

15. Using the stabilizer jack handle, extend the
inner legs of the stabilizer jacks to stabilize the
trailer, making sure the handle is inserted through
rear hole. Remove jack handle and stow.

L
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Figure 8

CAUTION:

Do not lower the stabilizer jacks prior to raising
the trailer top as this can place an undue stress
on the trailer frame and lift system resuliting in
premature wear. Do not use the stabilizer jacks
to take the weight of the trailer off of the tires.
The jacks are intended ONLY to '"stabilize.”

BED SET-UP

16. Standing right of center at the tongue end of
the trailer, place hands (approximately 1 1/2 feet
apart) on the bed frame and pull until the bed hits
the stops.

IMPORTANT:

This movement must be done slowly and even-
ly to prevent inadvertent jamming or wedging
nl thn b.d on the sudillq tracks
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IMPORTANT:

DO NOT put any weight on the beds while they
are extended without first attaching the bed sup-
ports as damage to the bed rails may resuit.

17. Kneel down beneath the side of the fully ex-
tended bed and pull down and swivel the bed
support tubes {rom their travei positions. Liit the
bed slightly while placing the free end of the bed
support tube over the support peg. Perform same
procedure for the rear bed.

Figure 10

IMPORTANT:

Insure bed support post is fully engaged on the
stud, otherwise any weight placed on the hed will
canse damage to the bed’s slide tracks. Bed sup-
ports are designed to swivel when in travel posi-
tion; do not force into set-up position.

18. To set up Expanda-bed* (Columbia™ only),
after pulling out rear bed and securely attaching
the rear bed supports to the bumper caps proceed
as follows:
a. Remove the Expanda-bed® mattress from the
storage location (generally under the dinette
table).
b. Place the mattress sections in position on the
bed opening being sure to insert the locking
flanges through the strikes on the bed frame.

NOTE:

There is a right and left side mattress section. The
sections should be positioned so that the white
nylon hook for the canvas attachment on the
nnderside of each mattress section is located
toward the outer edge of the bed.



TENT ENCLOSURE SET-UP

19. With zcin seds fuily extenced and supported,
grasp the zciicm edge ci 21ther the ircat or r2ar
canvas ‘wiik nands aporoximately 2 1.2 izet apar:
and gently cuil until the zanvas :s supceriad as

pictured.

Figure 12

NOTE:

Before this procedure can be performed, the ties
attached to the interior top corner of each can-
vas boot must be tied to the canvas support bow.

For future set-ups, }a;avo bows tied to canvas.

20. Puil :he =znvas at the bottom over the bed
edge and zu:cch the exposed siretch cords to the
nearest hcoks on the uncersxce of the bed. Repeat

for other sed 2nd.

SCREEN DOOR SET-UP

21. Uniasten ;22 mwo screen 3scr r2raining siraps..

ey -

This will alicww

cables.

:hascreen Zcor s nang Sv s glide

Figure 13

22. ....anc...q ar the door threshold, reach up and
grast the sorom of the screen door with both
hancs. Raise and pusn the door toward the far side
of the :railer :0 release it ‘rom its retaining bracket.

1qure

->zr srame -with both hands, one
=2 screen door 1nto the door-
=i :na dcorway. Unioci the

e inside.







